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 
Abstract²This correspondence analyzes the accuracy of 
maximum torque per Ampere (MTPA) operations of interior 
permanent magnet machines based on the technique described in 
³0D[LPXP 7RUTXH 3HU $PSHUH 073$ &RQWURO IRU ,QWHULRU
Permanent Magnet Synchronous Machine Drives Based on 
9LUWXDO6LJQDO,QMHFWLRQ¶¶,(((7UDQV2Q3RZHU(OHFWURQLFVYRO
30, no. 9, pp. 5036-45, in responses to a few inquiries made by 
audiences. It is shown that due to parameter variations with stator 
currents, any technique for MTPA tracking based on piecewise 
constant parameter assumption, i.e., the machine parameters are 
assumed as constants during the calculation of ࣔࢀࢋ ࣔࢼ ? , would 
result in tracking error even though the machine parameters are 
obtained from lookup table or online machine parameter 
estimations. The error is dependent on machine non-linear 
characteristics and operating conditions. It is also shown that for 
the prototype IPMSM the virtual signal injection control (VSIC) 
technique described in the paper yields a better tracking 
accuracy.  
 
Index Terms²maximum torque per ampere (MTPA), signal 
injection; virtual signal injection control (VSIC), interior 
permanent magnet synchronous machine (IPMSM) drives 
 
I. INTRODUCTION 
Since the publication of WKH SDSHU HQWLWOHG ³0D[LPXP
Torque Per Ampere (MTPA) Control for Interior Permanent 
Magnet Synchronous Machine Drives Based on Virtual Signal 
,QMHFWLRQ¶¶ ZHKDYH UHFHLYHG D IHZ LQTXLULHV IURPDXGLHQFHV
with regards to MTPA tracking accuracy of the proposed 
technique. Rigorous analysis supported by extensive 
simulations and experiments have been made, and our findings 
are described in this letter.  
The mathematical model of an IPMSM in the d-q reference 
frame neglecting high order space harmonics is given by: ݒ௤ ൌ ܮ௤ ݀݅௤݀ݐ ൅ ܴ݅௤ ൅ ݌߱௠ܮௗ݅ௗ ൅ ݌߱௠ߖ௠ (1) ݒௗ ൌ ܮௗ ݀݅ௗ݀ݐ ൅ ܴ݅ௗ െ ݌߱௠ܮ௤݅௤ (2) ௘ܶ ൌ  ?݌ ? ሾߖ௠݅௤ ൅ ൫ܮௗ െ ܮ௤൯݅ௗ݅௤ሿ (3) ݅ௗ ൌ െܫ௔ݏ݅݊ሺߚሻ  
 
Manuscript received Aug 27, 2016; revised Oct 22, 2016; accepted Nov 28, 
2016.    
The authors are with the Department of Electronic and Electrical 
Engineering, The University of Sheffield, Sheffield S1 3JD, U.K. (email: 
tianfu.sun@foxmail.com; j.b.wang@sheffield.ac.uk; mikaelkoc@gmail.com). 
݅௤ ൌ ܫ௔ܿ݋ݏሺߚሻ  
Where ݒௗ ǡ ݒ௤  are the d- and q-axes stator voltages; ݅ௗ ǡ ݅௤ǡܫ௔  are 
the d- and q-axes stator currents and the current vector 
amplitude; R is the stator phase resistance; ܮௗ ǡ ܮ௤ are the d- and 
q-axes inductances; ௘ܶ is the electromagnetic torque; p is the 
number of pole pairs of the motor; ߱௠  is the rotor angular 
speed in rad/s; ߖ௠ is the flux linkage due to permanent magnet 
excitation; ߚ is the current angle between the current vector and 
the q-axis, also known as leading angle. 
In most IPM machines, ߖ௠ǡ ܮௗ ܮ௤  are dependent on the 
stator currents due to magnetic saturation. According to (1) and 
(2), the following relations can be derived in steady state: ߖ௠ ൌ ߖௗ െ ܮௗ݅ௗ ൌ  ݒ௤ െ ܴ݅௤݌߱௠ െ ܮௗ݅ௗ (6) ൫ܮௗ െ ܮ௤൯ ൌ ݒௗ െ ܴ݅ௗ݌߱௠݅௤ ൅ܮௗ (7) 
where ߖௗ is the d-axis flux linkage of the machine. Substituting 
(6) and (7) into (3) leads to: ௘ܶ ?ଵൌ  ?݌ ? ቊ൬ݒ௤ െ ܴ݅௤݌߱௠ െ ܮௗ݅ௗ൰ ൅ ቆܮௗ ൅ ݒௗ െ ܴ݅ௗ݌߱௠݅௤ ቇ ݅ௗቋ ݅௤  
 (8) 
The significance of the expression in (8) is that only ܮௗ is 
required for torque evaluation. If a small high frequency 
sinusoidal signal  ?ߚ is injected into the stator current angle, ߚ, 
according to (4) and , the corresponding d- and q-axis 
currents, ݅ௗ௛  and ݅௤௛ , can be expressed in (10) and (11), 
respectively.  ?ߚ ൌ ܣݏ݅݊ሺ ௛߱ݐሻ (9) ݅ௗ௛ ൌ െܫ௔ݏ݅݊ሺߚ ൅ ߂ߚሻ (10) ݅௤௛ ൌ ܫ௔ܿ݋ݏሺߚ ൅ ߂ߚሻ (11) 
where ߱௛ is the angular frequency of the injected signal. If the 
machine parameters are assumed to be piecewise constant and 
varies with operation conditions, the relationship between the 
torque and d- and q-axis currents can be approximated by a 
polynomial in the form of (12), where ܽ and ܾ given in (13) and 
(14) and are assumed to be piecewise constant and varies with 
operation conditions: ௘ܶ ?ଵൌ  ?݌ ? ሺܽ ൅ ܾ݅ௗሻ݅௤ (12) ܽ ൌ ߖ௠ ൌ ݒ௤ െ ܴ݅௤݌߱௠ െ ܮௗ݅ௗ (13) ܾ ൌ ൫ܮௗ െ ܮ௤൯ ൌ ݒௗ െ ܴ݅ௗ݌߱௠݅௤ ൅ܮௗ (14) 
Substituting (10) and (11) into (12) yields: 
2Q$FFXUDF\RI9LUWXDO6LJQDO,QMHFWLRQEDVHG
073$2SHUDWLRQRI,QWHULRU3HUPDQHQW0DJQHW
6\QFKURQRXV0DFKLQH'ULYHV 
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௘ܶ ?ଵ௛ ൌ  ?݌ ? ቊݒ௤ െ ܴ݅௤݌߱௠ െ ܮௗ൫݅ௗ െ ݅ௗ௛൯ ൅ ݒௗ െ ܴ݅ௗ݌߱௠݅௤ ݅ௗ௛ቋ ݅௤௛ (15) 
Since ܮௗ  in IPMSMs is always the smallest machine 
parameter which is much smaller than ܮ௤  and ߖ௠ , ܮௗ  can be 
obtained from look-up table or assumed to its nominal value. If ܮௗ൫݅ௗ െ ݅ௗ௛൯  is ignored, (15) is simplified to (16) and the 
corresponding calculated electromagnetic torque without high 
frequency components is given by (17). The significance of the 
expression in (16) and (17) is that it not contain machine 
parameters. The errors of virtual signal injection based on (15) 
and (16) will be discussed and compared below.  
௘ܶ ?ଶ௛ ൌ  ?݌ ? ቈ൫ݒ௤ െ ܴ݅௤൯߱௠ ൅ ሺݒௗ െ ܴ݅ௗሻ݅௤߱௠ ݅ௗ௛቉ ݅௤௛ ൌ  ?݌ ? ൣ݉ ൅ ݊݅ௗ௛൧݅௤௛ 
 (16) 
௘ܶ ?ଶൌ  ?݌ ? ቈ൫ݒ௤ െ ܴ݅௤൯߱௠ ൅ ሺݒௗ െ ܴ݅ௗሻ݅௤߱௠ ݅ௗ቉ ݅௤ ൌ  ?݌ ? ሾ݉ ൅ ݊݅ௗሿ݅௤ 
 (17) ݉ ൌ ൫ݒ௤ െ ܴ݅௤൯߱௠ ൌ ߖௗ (18) ݊ ൌ ሺݒௗ െ ܴ݅ௗሻ݅௤߱௠ ൌ െܮ௤ (19) 
The signal processing of the virtual signal injection for 
MTPA tracking described in [1] is based on (16). It essentially 
tracks ߲ ௘ܶ ?ଶ ߲ߚ ?  = 0 for a given operating point. If a, b, m and n 
are assumed to be piecewise constant, depending on operation 
conditions, their derivatives with respect to the current angle ߚ 
are zero. The torque derivatives of (12) and (17) with respect to ߚ can be expressed in (20) and (21), respectively. Similarly if ௘ܶ ?ଵ௛  in (15) is employed by the same signal processing scheme 
described in [1], the output of the signal processing block will 
be proportional to ߲ ௘ܶ ?ଵ ߲ߚ ?  given in (20) and the scheme will 
track ߲ ௘ܶ ?ଵ ߲ߚ ? ൌ  ?, which is equivalent to the conventional 
methods in [3]±[9] but only the ܮௗ is needed. ߲ ௘ܶ ?ଵ߲ߚ ൌ  ?݌ ? ሾെܽܫ௔ݏ݅݊ߚ െ ܾܫ௔ଶ ܿ݋ݏ  ?ߚሿ (20) ߲ ௘ܶ ?ଶ߲ߚ ൌ  ?݌ ? ሾെ݉ܫ௔ݏ݅݊ߚ െ ݊ܫ௔ଶ ܿ݋ݏ  ?ߚሿ (21) 
Substituting (13) and (14) into (20) leads to: ߲ ௘ܶ ?ଵ߲ߚ ൌ  ?݌ ? ሾെߖ௠ܫ௔ݏ݅݊ߚ െ ܮௗܫ௔ଶ ܿ݋ݏ  ?ߚ ൅ ܮ௤ܫ௔ଶ ܿ݋ݏ  ?ߚሿ 
 (22) 
Substituting (18) and (19) into (21) gives: ߲ ௘ܶ ?ଶ߲ߚ ൌ  ?݌ ? ൣെߖௗܫ௔ݏ݅݊ߚ ൅ ܮ௤ܫ௔ଶ ܿ݋ݏ  ?ߚ൧ (23) 
It is worth noting that (22) and (23) are also applicable when 
accurate machine parameters are obtained from look-up tables 
or online parameter estimations. However, if the machine 
parameter variations with the current angle are fully considered, 
i.e., consider the terms of ߲ߖ௠ ߲ߚ ? , ߲ܮௗ ߲ߚ ? , ߲ܮ௤ ߲ߚ ? , 
according to (3), the actual torque derivative with respect to the 
current angle should be expressed in (24): ߲ ௘߲ܶߚ ൌ  ?݌ ? ൜െߖ௠ܫ௔ݏ݅݊ߚ ൅ ߲ߖ௠߲ߚ ܫ௔ܿ݋ݏߚ െ ܮௗܫ௔ଶ   ?ߚ ൅ܮ௤ܫ௔ଶ ܿ݋ݏ  ?ߚ െ߲ܮௗ߲ߚ ܫ௔ଶ ?ݏ݅݊ ?ߚ ൅߲ܮ௤߲ߚ ܫ௔ଶ ?ݏ݅݊ ?ߚቋ (24) 
Comparison of (22) with (24) yields: 
߲ ௘ܶ ?ଵ߲ߚ ൌ ߲ ௘߲ܶߚ െ ݁ݎݎ݋ݎଵ (25) 
Comparison of (23) with (24) leads to: ߲ ௘ܶ ?ଶ߲ߚ ൌ ߲ ௘߲ܶߚ െ ݁ݎݎ݋ݎଶ (26) 
where  ݁ݎݎ݋ݎଵ ൌ  ?݌ ? ൤߲ߖ௠߲ߚ ൅ ߲ܮௗ߲ߚ ݅ௗ െ ߲ܮ௤߲ߚ ݅ௗ൨ ݅௤  (27) ݁ݎݎ݋ݎଶ ൌ  ?݌ ? ൤߲ߖ௠߲ߚ ൅ ߲ܮௗ߲ߚ ݅ௗ െ ߲ܮ௤߲ߚ ݅ௗ െ ܮௗ݅௤൨ ݅௤  (28) 
As can be seen from (27) and (28), use of accurate machine 
parameters to calculate the MTPA points by letting ߲ ௘ܶ ?ଵ ߲ߚ ? ൌ  ? or ߲ ௘ܶ ?ଶ ߲ߚ ? ൌ  ? will still incur inevitable error 
if these parameters are assumed to be piecewise constants. 
In order to verify the above analysis, simulations were first 
performed based on the nonlinear IPMSM model adopted in [1] 
and the resultant torque variation with torque angle ߚ  for a 
given current amplitude of 77A is designated as locus 1 in Fig. 
1. The machine parameters (ߖ௠, ܮௗ, ܮ௤) at points A, B and C 
on locus 1 are also recorded. Simulations were then performed 
based on (3) with the machine parameters at points A, B and C, 
respectively. The resultant torque variations with ߚ  for the 
same current amplitude are denoted as locus 2, 3, and 4, 
respectively. As can be seen from Fig. 1, the derivatives, ߲ ௘ܶ ߲ߚ ? , obtained from the non-linear parameter model at 
points A, B and C are always greater than ሺ߲ ௘ܶ ߲ߚ ? ሻ஺ , ሺ߲ ௘ܶ ߲ߚ ? ሻ஻ , and ሺ߲ ௘ܶ ߲ߚ ? ሻ஼  obtained assuming constant 
parameters at these points. This is due to the fact that ݁ݎݎ݋ݎଵ ൐ ?. Moreover, the torque variation with ߚ  of the nonlinear 
machine model in the vicinity of the MTPA point is flatter than 
those of loci 2, 3 and 4 around their MTPA points. The machine 
parameter variations with ߚ cause the true MTPA point to shift 
toward the right. 
 
Fig. 1.  Torque variations with ߚ obtained from different machine parameters 
and nonlinear machine model when ܫ௔ ൌ  ? ? A. 
 
The implication of the foregoing analysis must be 
appreciated. First, for IPMSMs with constant parameters, the 
MTPA tracking error based on (15) will be zero. This condition 
is unlikely to be true in a practical IPMSM machines due to 
magnetic saturation. However, numerous papers reported in 
literature derived MTPA or loss minimization conditions based 
on the piecewise constant parameter assumptions (without 
taking account of the ߲ߖ௠ ߲ߚ ? , ߲ܮௗ ߲ߚ ? , ߲ܮ௤ ߲ߚ ?  in (24)). 
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These include online calculation of MTPA reference current 
commands based on parameter look-up tables through 
Lagrange Multiplier Method [2] 1HZWRQ¶V PHWKRG [3] or 
throuJK )HUUDUL¶V PHWKRG [4], and based on online parameter 
estimations [5]±[9]. They will not yield accurate MTPA 
operations if parameter variations with the stator currents are 
significant. For example, point B in Fig. 1 is very close to the 
true MTPA point. However, the MTPA point obtained by 
assuming piecewise constant machine parameters at this point 
is close to point A, and deviates significantly from the true 
MTPA operation. 
Since: ߲ߖௗ߲ߚ ൌ ߲ߖ௠߲ߚ ൅ ߲ܮௗ߲ߚ ݅ௗ െ ܮௗ݅௤ (29) 
(27) and (28) can be further expressed as: ݁ݎݎ݋ݎଵ ൌ  ?݌ ? ൤߲ߖௗ߲ߚ ݅௤ െ ߲ܮ௤߲ߚ ݅ௗ݅௤ ൅ ܮௗ݅௤ଶ൨ (30) ݁ݎݎ݋ݎଶ ൌ  ?݌ ? ൤߲ߖௗ߲ߚ ݅௤ െ ߲ܮ௤߲ߚ ݅ௗ݅௤൨ (31) 
Since for both motoring operations and generating 
operations ݅௤߲ߖௗ ߲ߚ ?  and݅ௗ݅௤ ߲ܮ௤ ߲ߚ ?  are negative and ܮௗ݅௤ଶ 
is positive, (30) and (31) can be written as (32) and (33): ݁ݎݎ݋ݎଵ ൌ  ?݌ ? ൤ฬ߲ܮ௤߲ߚ ݅ௗ݅௤ฬ ൅ หܮௗ݅௤ଶห െ ฬ߲ߖௗ߲ߚ ݅௤ฬ൨ ൌ  ?݌ ? ቈቤ߲ܮ௤߲ߚ ܫ௔ଶ ݏ݅݊  ?ߚ ? ቤ ൅ ȁܮௗܫ௔ଶܿ݋ݏଶሺߚሻȁ െ ฬ߲ߖௗ߲ߚ ܫ௔ܿ݋ݏሺߚሻฬ቉ 
 (32) ݁ݎݎ݋ݎଶ ൌ  ?݌ ? ൤ฬ߲ܮ௤߲ߚ ݅ௗ݅௤ฬ െ ฬ߲ߖௗ߲ߚ ݅௤ฬ൨ ൌ  ?݌ ? ቈቤ߲ܮ௤߲ߚ ܫ௔ଶ ݏ݅݊  ?ߚ ? ቤ െ ฬ߲ߖௗ߲ߚ ܫ௔ܿ݋ݏሺߚሻฬ቉ (33) 
In order to study the relationship between the 
terms หܫ௔ଶ ݏ݅݊  ?ߚ߲ܮ௤ ሺ ?߲ ߚሻ ? ห , ȁܮௗܫ௔ଶܿ݋ݏଶሺߚሻȁ  and ȁܫ௔ܿ݋ݏሺߚሻ߲ߖௗ ߲ߚ ? ȁ, their variations with ߚ  when ܫ௔ ൌ  ? ? A 
obtained from the nonlinear IPMSM model are shown in Fig. 2. 
 
Fig. 2. Variations of หܫ௔ଶ ݏ݅݊  ?ߚ߲ܮ௤ ሺ ?߲ ߚሻ ? ห , ȁܮௗܫ௔ଶܿ݋ݏଶሺߚሻȁ  and ȁܫ௔ܿ݋ݏሺߚሻ߲ߖௗ ߲ߚ ? ȁ with ߚ when ܫ௔ ൌ  ? ? A. 
 
As can be seen from Fig. 2, หܫ௔ଶ ݏ݅݊  ?ߚ߲ܮ௤ ሺ ?߲ ߚሻ ? ห increases 
monotonically when ߚ ൏  ? ? ?while the terms ȁܮௗܫ௔ଶܿ݋ݏଶሺߚሻȁ 
and ȁܫ௔ܿ݋ݏሺߚሻ߲ߖௗ ߲ߚ ? ȁ decrease. Moreover, ȁܮௗܫ௔ଶܿ݋ݏଶሺߚሻȁ 
and ȁܫ௔ܿ݋ݏሺߚሻ߲ߖௗ ߲ߚ ? ȁ are with opposite signs in (32) but of 
similar magnitudes since ߲ߖ௠Ȁ߲ߚ  and ݅ௗ߲ܮௗȀ߲ߚ  in (29) are 
relative small. Therefore, ݁ݎݎ݋ݎଵ  is dominated by หܫ௔ଶ ݏ݅݊  ?ߚ߲ܮ௤ ሺ ?߲ ߚሻ ? ห . Because the value of หܫ௔ଶ ݏ݅݊  ?ߚ߲ܮ௤ ሺ ?߲ ߚሻ ? ห is dependent on ܫ௔  and ߚ , ݁ݎݎ݋ݎଵ  will 
become significant when the resultant torque and the optimal 
current angle are relative large. For the machine whose MTPA 
current angle is between  ? ? ?and  ? ? ?, i.e., IPMSM, the term หܫ௔ଶ ݏ݅݊  ?ߚ߲ܮ௤ ሺ ?߲ ߚሻ ? ห and the term ȁܫ௔ܿ݋ݏሺߚሻ߲ߖௗ ߲ߚ ? ȁ in (33) 
can partly cancel each other. Therefore, the virtual signal 
injection based on (16) may have higher accuracy than that 
based on (15). However, for the machines with small reluctance 
torque, i.e., surface mounted permanent magnet machines, 
where ߚ angle for MTPA operation is close to zero, the virtual 
signal injection based on (15) is preferred because หܫ௔ଶ ݏ݅݊  ?ߚ߲ܮ௤ ሺ ?߲ ߚሻ ? ห is small around ߚ ൌ  ?. In such cases, ܮௗ in (15) can be set to its nominal value or obtained from a 
look-up table. In real applications, whether (15) or (16) should 
be adopted can be determined by comparing the MTPA 
tracking accuracy at high torque demand.  
To verify the above conclusions, the MTPA tracking results 
of the virtual signal injections based on (16) and (15) are shown 
in Fig. 3. As can be seen, the MTPA points tracked by the VSIC 
based on (16) reported in [1] has higher accuracy than (15) 
since หܫ௔ଶ ݏ݅݊  ?ߚ߲ܮ௤ ሺ ?߲ ߚሻ ? ห  and ȁܫ௔ܿ݋ݏሺߚሻ߲ߖௗ ߲ߚ ? ȁ in (33) 
can cancel each other partly. 
 
Fig. 3. The MTPA points and the MTPA tracking simulation results of virtual 
signal injection control based on (15) and (16). 
 
The variations of ݁ݎݎ݋ݎଵ , ݁ݎݎ݋ݎଶ  and ߲ ௘ܶ ߲ߚ ?  with ߚ when ܫ௔ ൌ  ? ? A are compared in Fig. 4. As can be seen, ݁ݎݎ݋ݎଵ and ݁ݎݎ݋ݎଶ  are not negligible compared with ߲ ௘ܶ ߲ߚ ? . As the 
current angle increases, ݁ݎݎ݋ݎଵ  keeps increasing and always 
larger than zero. While ݁ݎݎ݋ݎଶ varies from negative to positive. 
When ߚ ൏  ? ?ל , ȁ݁ݎݎ݋ݎଶȁ ൐ ȁ݁ݎݎ݋ݎଵȁ , the virtual signal 
injection based on (15) has relatively small error. If ߚ ൐  ? ?ל, ȁ݁ݎݎ݋ݎଶȁ ൏ ȁ݁ݎݎ݋ݎଵȁ, the virtual signal injection based on (16) 
yields better results due to the หܫ௔ଶ ݏ݅݊  ?ߚ߲ܮ௤ ሺ ?߲ ߚሻ ? ห  and ȁܫ௔ܿ݋ݏሺߚሻ߲ߖௗ ߲ߚ ? ȁ in (33) can partly cancel each other. 
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Fig. 4.  Comparison of ݁ݎݎ݋ݎଵ, ݁ݎݎ݋ݎଶ and ȁ߲ ௘ܶ ߲ߚ ? ȁ when ܫ௔ ൌ  ? ? A. 
 
These characteristics are, indeed, validated by experiments 
reported in [1]. While the simulations and experiments are 
performed against a specific prototype IPMSM, the analysis 
described previously is applicable to any IPMSM. It should 
also be noted that since torque variation with current angle in 
the vicinity of the MTPA point is relative small, small deviation 
of the d-axis current from the MTPA would not cause a 
significant reduction in torque, as can be observed in Fig. 3. In a 
practical application, it would be useful to analyze the 
non-linear characteristics of the machine and to select an 
appropriate formula for the VSIC based MTPA tracking and 
whether (15) or (16) should be adopted can be determined by 
comparing MTPA tracking accuracy at high torque demand. 
II. CONCLUSION 
MTPA tracking accuracy of the VSIC scheme for IPMSMs 
has been analyzed. It has been shown that due to parameter 
variations with stator currents in IPMSMs, any technique that 
determines MTPA operating condition by assuming piecewise 
constant parameters will result in tracking errors. These include 
online calculation of optimal d-axis current reference using 
machine parameters obtained from look-up tables or through 
online parameter estimations. The virtual signal injection 
control can be realized based on (15) or (16). For IPMSMs with 
relatively low reluctance torque contribution, including surface 
mounted permanent magnet machines, the VSIC based on (15) 
would yield more accurate results. For the IPMSMs with 
relatively large reluctance torque contribution, the VSIC based 
on (16) may give the better tracking accuracy. In real 
applications, whether (15) or (16) should be adopted can be 
determined by comparing MTPA tracking accuracy at high 
torque demand. These findings provide fundamental 
understanding and clarification for achieving MTPA operation 
of IPMSM drives. 
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